
BASE SLAB OR
APPROVED COMPACTED
MATERIAL IN PLANE WITH
THE TOP OF THE PILE

CONCRETE PILE
(SMOOTH SURFACE AT
TOP OF FACE OF PILE)

REINFORCING/REBAR

STRUCTURAL SLAB

XT5 TACK COAT 10-20 MIL
WET WITH MANUFACTURER

APPROVED AGGREGATE
BROADCAST UNTIL REFUSAL.

XT5 (WET - 60 MIL MIN.)
XT-PRIMER

NOTE:
1. ALLOW XT5 TO CURE A MINIMUM OF 1 HOUR BEFORE APPLYING XT5 TACK

COAT.
2. BROADCAST AGGREGATE INTO XT5 TACK COAT IMMEDIATELY AND LET CURE

FOR A MINIMUM OF 12 HOURS.
3. SWEEP OR VACUUM OFF EXCESS AGGREGATE AND DISPOSE OF PROPERLY.

DO NOT REUSE AGGREGATE.
4. XT5 IS NOT RATED FOR LONG TERM UV EXPOSURE AND MUST BE PROTECTED

WITH BACKFILL, CONCRETE, OR WITHIN AN ENCLOSED TANK.
5. FOR LONG TERM UV EXPOSURE, SEE XT1.

MECHANICALLY FASTEN @ 12" O.C.

PM SEALANT
-COVERING FASTENERS

BENTOTAK
-ALONG THE PERIMETER OF PRETAK

PRETAK
w/PSA FACING CONCRETE POUR
-EMBED IN PM SEALANT

PM SEALANT

E.STOP GU
-AROUND REBAR

PRETAPE
-OVER FASTENER

3"
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UNDERSLAB ASSEMBLY -  FLUSH PILE WITH FULL ENCAPSULATION - HYDROSTATIC

PRETAK HW 52.122.1.2
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