ASPHALT TOPPING ———

W.R. MEADOWS:
",f 2 LAYERS PC-3 OR EQUAL

INTJN TN TN TN TN TNTN TN TN TN TN TN TNTN TN TN TN TN TN TN NN TN T
£ B
/ ~
E.DRAIN 6000 >
E.BASE 316 B
120 MIL REINFORCED B
w/E.SPRAY 60 MIL B
w/E.POLY Se
w/E.SPRAY 60 MIL M
E.STOPB
_ DN
TERM BAR WITH / f
FASTENER q
1o REINFORCEMENT DETAIL ;
w/E.ROLL 30 MIL N
w/E.POLY q
w/E.ROLL 30 MIL ({He
\\<

E.SPRAY 60 MIL
E.BASE 205
E.DRAIN 6000

[/

e m e e = = e = 7 o = e = e = = o = 7 o = = = 7 o = 7 7 o = = o = = o 7 2 [ 7 7

NN NN NTNTNTNTNTNTNTNTNTNTNT NN NN NT AT NN NN NV T

G:\My Drive\Robert@eproinc.com\Transition population\Shoring Wall to Deck\1 to other\1.340.1.1.02 E.PRCJH
E.PROTECT DECK ASSEMBLY.dwg [Detail] October 26, 2021 - 12:57pm [

f

6"
CENTERED
OVER

SEAM

/ WOOD LAGGING / SOE

2"
MAXIMUM
GAP

el
==

MANCE SHORING WALL ASSEMBLY--WOOD LAGGING - TRANSITION|TO

E.PROFORMANCE SLIPSHEET SHORING WALL ASSEMBLY - WOOD LAGGING - TRANSITION TO E.PROTECT+ DECK ASSEMBLY wW/ASPHALT TOPPING

SYSTEM NAME DRAWING NUMBER
/ e p ro E.PROFORMANCE SLIPSHEET / E.PROTECT+ | 14.340.3.1.03
DRAFTER DATE
/ RJT 10/25/2021

.SERIES

AS A SUPPLIER OF FINISHED RPODUCTS ONLY, EPRO SERVICES, INC. DOES NOT ASSUME RESPONSIBILITY FOR
ERRORS IN DESIGN, ENGINEERING OR DIMENSIONS. THE PROJECT TEAM MUST VERIFY ALL DIMENSIONS AND

SUITABILITY OF DETAILS. THE PRODUCTS LISTED ARE TRADEMARKS OF EPRO SERVIC

ES, INC.

NTS

PAGE 1 oF 1.




	Sheets and Views
	Detail


