
NON-SHRINK STRUCTURAL
MORTAR (CONCRETE DECK) OR
SEALANT (METAL DECKS)

BACKER MATERIAL

OVERSIZED OPENING

NOTES:
1. ALL PIPES, CONDUITS, AND SLEEVES SHALL BE FREE

OF DIRT, CONCRETE SPLATTER, PAINT, OIL, AND RUST.

GFG20X
(FABRIC AWAY FROM INSTALLER)

HYDROGEL 90 MIL

STAINLESS
STEEL CLAMP

E.DRAIN 6000

GFG20X -TARGET SHEET
(FABRIC AWAY FROM INSTALLER)

HYDROGEL PRETREATMENT 90 MIL

DUROTAPE

6" SKRIMTAPE

DUROTAPE

3"
MIN.

BENTOTAK
(1 1/4" MIN. CONCRETE COVERAGE)
OR E.STOP GU
(3" MIN. CONCRETE COVERAGE)

4"
MIN.

3"
MIN.

OVERLAP

PIPE

3"
MIN.

4"
MIN.
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AS A SUPPLIER OF FINISHED RPODUCTS ONLY, EPRO SERVICES, INC. DOES NOT ASSUME RESPONSIBILITY FOR
ERRORS IN DESIGN, ENGINEERING OR DIMENSIONS. THE PROJECT TEAM MUST VERIFY ALL DIMENSIONS AND
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DECK CORED PIPE PENETRATION
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