
3"

3"

XT5 (WET - 60 MIL MIN.)

XT5 TACK COAT - 20 MIL

E.POLY (6")

 XT1 TG CANT
(1/2" X 1/2" MIN.)

XT-PRIMER

XT5 RG (WET - 60 MIL MIN.)

NOTES:
1. XT5 IS NOT RATED FOR LONG TERM UV EXPOSURE AND MUST BE

PROTECTED WITH BACKFILL, CONCRETE, OR WITHIN AN ENCLOSED TANK.
2. FOR LONG TERM UV EXPOSURE, SEE XT1.

BENTOTAK
(1 1/4" CONCRETE COVER
AND EDGE OF WALL AND
IN BETWEEN STRIPS)

SYSTEM NAME

DRAFTER

DECK ASSEMBLY - VERTICAL TRANSITION WITH CONSTRUCTION JOINT - HEAVY TRAFFIC / WATER FLOW

XT5 24.440.1.2
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AS A SUPPLIER OF FINISHED RPODUCTS ONLY,  EPRO SERVICES, INC. DOES NOT ASSUME  RESPONSIBILITY FOR
ERRORS IN DESIGN,  ENGINEERING OR DIMENSIONS.  THE PROJECT TEAM MUST VERIFY  ALL DIMENSIONS AND

SUITABILITY OF DETAILS.   THE PRODUCTS LISTED ARE TRADEMARKS OF  EPRO SERVICES, INC. NTS
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