
4"

EXPANSION JOINT 1" MAX

8"

12"

COMPRESSED BACKER ROD
AND TOOLED SEALANT OR
OTHER MANUFACTURER
APPROVED WATERTIGHT
EXPANSION JOINT SYSTEM

E.DRAIN 6000

NOTES:
1. DETAIL IS DESIGNED TO ACCOMMODATE 50% (MAX.) TOTAL MOVEMENT.
2. BACKER ROD AND TOOLED SEALANT OR OTHER MANUFACTURER
APPROVED WATERTIGHT EXPANSION JOINT SYSTEM ARE REQUIRED TO
BE INSTALLED PRIOR TO PRIMETAK INSTALLATION.

PRIMETAK

PRIMETAK PRIMER

E.DRAIN ADHESIVE

8" PRIMETAK DETAIL STRIP
-CENTERED OVER JOINT

-ADHESIVE FACING AWAY FROM JOINT

12" PRIMETAK DETAIL STRIP
-CENTERED OVER ADHESIVE SURFACE
OF 8" PRIMETAK DETAIL STRIP
-ADHESIVE FACING TOWARDS JOINT

WALL
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AS A SUPPLIER OF FINISHED RPODUCTS ONLY, EPRO SERVICES, INC. DOES NOT ASSUME RESPONSIBILITY FOR
ERRORS IN DESIGN, ENGINEERING OR DIMENSIONS. THE PROJECT TEAM MUST VERIFY ALL DIMENSIONS AND

SUITABILITY OF DETAILS. THE PRODUCTS LISTED ARE TRADEMARKS OF EPRO SERVICES, INC. NTS
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WALL CRACK AND JOINT TREATMENT - NON-HYDROSTATIC - PLAN VIEW - EXPANSION JOINT

PRIMETAK 55.211.1

RJT 4/26/2021
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