PM SEALANT OR E.ROLL

ANCHOR WITH CONTINUOUS 1/8"
X 1" METAL TERMINATION BAR

PRIMETAK DETAIL STRIP (12")

3/4" FILLET OF PM SEALANT
-ALLOW TO CURE FOR 2
HOURS BEFORE DETAIL

STRIP APPLICATION
E.DRAIN 6000

-WITH FABRIC FACING
CONCRETE OR FILL

2“
FROM TOP OF GRADE
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PRIMETAK PRIMER

PRIMETAK

E.DRAIN ADHESIVE

(1 1/4" MIN. CONCRETE

6"
MIN.

BENTOTAK

COVER FROM EDGE OF WALL
AND IN BETWEEN STRIPS)

NOTE:

1. DO NOT APPLY PRIMETAK PRIMER UNDER PM SEALANT.
2. PRIMETAK MUST BE COVERED AND PROTECTED FROM UV.
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AS A SUPPLIER OF FINISHED RPODUCTS ONLY, EPRO SERVICES, INC. DOES NOT ASSUME RESPONSIBILITY FOR
ERRORS IN DESIGN, ENGINEERING OR DIMENSIONS. THE PROJECT TEAM MUST VERIFY ALL DIMENSIONS AND
SUITABILITY OF DETAILS. THE PRODUCTS LISTED ARE TRADEMARKS OF EPRO SERVICES, INC. NTS
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