
6" 6"

6" 6"

6"
6"

3/4" FILLET OF PM SEALANT
APPLIED TO RAW CONCRETE

ALONG INSIDE CORNERS

PM SEALANT OR E.ROLL APPLIED
TO THE TOP EDGE OF

TERMINATION BAR AND TO COVER
MINIMUM 1/8" BEYOND PERIMETER

OF FASTENER HEADS

PM SEALANT APPLIED TO
SEAMS 12" FROM CHANGES IN

PLANE, CONTINUOUSLY AND
ALONG TERMINAL EDGES.

PRIMETAK APPLIED TO
SUBSTRATE PREPARED WITH

PRIMETAK PRIMER
VERTICAL SEAMS: 2 1/2" MIN.

HORIZONTAL ENDLAPS: 6" MIN.

1/8" X 1" METAL TERMINATION
BAR FASTENED AT 8" SPACING

AND 2" FROM EACH END

E.DRAIN 6000

PRIMETAK DETAIL STRIP APPLIED TO WALL TO FOOTING
STEP TRANSITION PREPARED WITH PRIMETAK PRIMER

3/4" FILLET OF PM SEALANT APPLIED TO RAW
CONCRETE AT CONSTRUCTION JOINTS

BENTOTAK
(1 1/4" CONCRETE

COVER FROM EDGE
OF WALL AND IN

BETWEEN STRIPS)

12" PRIMETAK DETAIL STRIP APPLIED
TO INSIDE AND OUTSIDE CORNERS

PREPARED WITH PRIMETAK PRIMER

E.DRAIN SIDE OUT

E.DRAIN 12 DS

PRIMETAK PRIMER
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