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LGMF - NON-MASONRY CLADDING - NO INSULATION - TIE IN AT PARAPET - RAISED PARAPET WITH FLAT COPING
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SYSTEM NAME

DRAWING NUMBER

ATMOSEAL VP AAB-V.220510.1
DRAFTER DATE
RJT 06/30/2026

i AtmoSeal VP

AS A SUPPLIER OF FINISHED PRODUCTS ONLY, EPRO SERVICES, INC. DOES NOT ASSUME RESPONSIBILITY FOR
ERRORS IN DESIGN, ENGINEERING OR DIMENSIONS. THE PROJECT TEAM MUST VERIFY ALL DIMENSIONS AND
SUITABILITY OF DETAILS. THE PRODUCTS LISTED ARE TRADEMARKS OF EPRO SERVICES, INC.

NTS PAGE 1 oF 1

G:\.shortcut-targets-by-id\0B1j3RtmQZ-btQUNGNGJPCECOZ 1k\Epro Master Folder\Drafting\Details\Air Barriers

\Atmoseal VP\AAB-V.220510.1 LGMF - NON-MASONRY CLADDING - NO INSULATION - TIE IN AT PARAPET - RAISED PARAPET WITH FLAT COPING.dwg [Detail] July 01, 2026 - 9:19am




