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e.stop gu

Product Description

Basic Use: e.stop gu is a self-adhering gunnable expanding 
waterstop paste designed to stop water infiltration through 
cast-in-place concrete at construction joints and penetrations. 
It expands upon contact with water to form a positive seal 
against the concrete. The key to e.stop gu’s effectiveness is that 
it is highly expansive, which seals and fills voids in cracks and 
concrete, and is easy to apply using caulking equipment. 

e.stop gu can be applied over rough and smooth concrete, steel 
piles, dowels and Nelson Studs, and on iron or PVC pipes.

For shotcrete applications, e.stop gu requires a double layer 
application with a minimum 1-inch separation.

Composition: e.stop gu is a gray hydrophilic expanding urethane 
waterstop sealant.

Benefits

• Active swelling waterstop is fully encased in concrete to seal 
off water ingress.

• Self-adhering over concrete, iron, steel, and PVC.
• Fast and easy installation.
• Conforms to irregular surfaces.
• Seals around pipe penetrations.
• Ideal when pouring against existing concrete.
• High resistance to hydrostatic pressure.        

Limitations

• Not an expansion joint sealant.
• Designed for structural concrete with a minimum of 2,600 psi 

compressive strength. 
• Requires a minimum of 3-inch (75 mm) of concrete coverage 

depending on the size of the bead used.
• Must be fully cured before concrete pour.
• Not resistant to pre-hydration.

Technical Data

Properties: See physical properties table.

Coverages: Coverage is dependent on the size of application 
bead. Applied material skins over after two hours and moisture 
cures in ten hours. 

Minimum bead size and estimated linear coverage: 

• 1/2” x 1/2”: 6’-6” (2 m)
• 3/8” x 3/4”: 5’-11” (1.8 m)

Storage and Handling: Store raised off the floor, away from 
moisture and sun, between 55-80°F (13-27°C).

Shelf Life: 12 months.

Specification Writer: Contact EPRO before writing specifications 
on this product. EPRO System selection should be reviewed in 
order to meet project specific site conditions.

Installation

Preparation: Please refer to manufacturer’s specifications for 
substrate requirements. Packaging should be inspected for 
cosmetic damage prior to application.

Application: Please refer to manufacturer’s specifications. 
Substrate Preparation: Wipe substrates to receive e.stop gu 
clean to remove any dirt, dust, or moisture. Clean the surface 
of penetrations or protrusions with a wire brush to remove dirt, 
dust, rust, and loose particles. Surface must be free of frost or 
ice. No priming is necessary. 

Installation: e.stop gu is used as a waterstop for penetrations, 
piles, dowels, and all concrete construction joints.

Availability and Packaging

Contact EPRO sales representative for local distributors or 
authorized applicators (www.eproinc.com).

Tube Size:  10.8 oz (320 ml), 0.68 lbs (0.31 kg)
Sausage Size: 20.2 oz (597 ml), 1.30 lbs (0.59 kg)

Warranty

Limited Warranty: EPRO Services, Inc. believes to the best of its 
knowledge that performance tables are accurate and reliable. 
EPRO warrants this product to be free from defects. EPRO 
makes no other warranties with respect to this product, express 
or implied, including without limitation the implied warranties 
of MERCHANTABILITY OR FITNESS FOR PARTICULAR PURPOSE. 
EPRO’s liability shall be limited in all events to supplying 
sufficient product to retreat the specific areas to which defective 
product has been applied. EPRO shall have no other liability, 
including liability for incidental or resultant damages, whether 
due to breach of warranty or negligence. This warranty may 
not be modified or extended by representatives of EPRO or its 
distributors.

Equipment

Caulking gun (10.8 oz. tube capactiy).
Sausage gun (20.2 oz. sausage capacity).

Technical Services and Information

Complete technical services and information are available by 
contacting EPRO at 800.882.1896 or www.eproinc.com.

This product was formally known as SepaSeal SH-100 by 
Kingfield Construction Products.

Physical Properties

Hydrostatic Head Resistance

1/2 x 1/2 100 feet (43 psi / 30.5 m)

3/8 x 3/4 150 feet (65 psi / 46 m)


